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About Silex Technology America, Inc.
Silex Technology builds on more than 40 years of hardware and software connectivity know-how and IP, custom design development experience, and in-house manufacturing capabilities, 
bringing value to customers with a foundation of technical expertise. With relentless attention to quality, exclusive access to Qualcomm Atheros expertise, and strategic partnerships with leading 
semiconductor providers, Silex Technology is the global leader in reliable Wi-Fi connectivity for products ranging from a medical device to a document imaging product to a video or digital display. 
With Silex Technology, customers get a single vendor that provides hardware and software support from design through manufacturing for successful product after successful product. For more 
information, please visit www.silexamerica.com.
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Specifications:

Regulatory Compliance VCCI Class B, FCC Class B, ICES-003 Class B, 
CE Class B

RS-232C

Other
SX Virtual Link for Serial Device Server 

version 3.8.0 or later

Included Items
Body, AC adapter, setup guide, rubber feet, 

wireless LAN antenna (SD-310AN only),
GPL inquiry sheet, warranty card

Supported Protocols

Product Name

2.25W (DC5V/0.45A) 2.5W (DC5V/0.5A)Maximum Power 
Consumption

290g (body only)
305g (body only, 

including antenna)Weight

IEEE802.11a/b/g/nWireless Standard

WEP (128 bits), WPA-
PSK (AUTO) WPA2-

PSK (AES), IEEE 802.1X 
(LEAP, PEAP, TTLS, 

TLS, EAP-FAST)

Security
Note: WEP and 802.1x are 
only available in wireless 
station (client) mode

TCP/IP

Setting Method Configuration utility, Web browser, TELNET

Supported OS 
(SX-Virtual Link Serial 
Port Emulator)
Note: RAW TCP mode and 
eCable mode are not OS 
dependent)

Windows 8 / 8.1 (32/64-bit), 7 (32/64-bit), 
Vista (32/64-bit), XP (32/64-bit), 2000, 

Windows Server 2012/2008/2003 
(32/64-bit)

Environmental 
Conditions

               Storage:
• Temperature: -20 ~ + 70�C
• Humidity: 20 ~ 90% RH

             Operating:
• Temperature: 0 ~ + 50�C
• Humidity: 20% ~ 80% RH (non-condensing)
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 Wireless Modes

– Wired Mode: The SD-300 and SD-310AN are equipped with 
an autosensing 10/100 Ethernet port. SD-300 is wired only. 
SD-310AN can also operate in wired mode to connect to the 
Ethernet network.

– Wireless Station (Client) Mode: The SD-310AN can connect 
to an existing 802.11a/b/g/n Wi-Fi network. The dual band 
capability and enterprise security ensure a stable connection 
to even the most advanced wireless networks.

– Wireless Access Point Mode: The SD-310AN can create a 
wireless network so any wireless client (station) can easily 
make a direct secure connection.

External Dimensions W: 125.7mm × D: 75.1mm × H: 24.1mm 
(body only, excluding protrusions)

OEM Embedded Modules

• OEM circuit boards for integration of wired 
or wireless connectivity are also available. 
Please contact us for details.
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